
Tissue Reference: Woodard HQ, White DR. The composition of body tissues. Br J Radiol. 1986;59(708):1209-18. 

Head and Neck Phantoms 

Size Approx. 17 x 20 x 28 cm 

Weight Approx. 4 kg 

Phantom attenuation mainly influenced by iodine. Attenuation values are calibrated to be equivalent 
to human tissue at 120 kVp. Calibration to other spectrum energies is possible upon request. 

Soft Tissue 

Linear attenuation coefficients [cm-1] 
(calculated) 

Hounsfield units 
(calculated) 

Bone Tissue 

Linear attenuation coefficients [cm-1] 
(calculated) 

Hounsfield units 
(calculated) 



General indications 

 Phantoms are manufactured of a cellulose-polymer composite material with similar

properties to hardwood. If treated carefully, they will last for a long period.

 The phantoms are coated with a protective layer. If the protective layer is unharmed,

the phantoms can be cleaned using a damp cloth (water or mild detergent).

 Protect from direct sunlight.

 Maintain a storage temperature of 10 °C to 30 °C.

 If the phantom is exposed to temperatures below 0 °C or above 60 °C, even for a

short period of time, it can be seriously damaged.

深圳为尔康科技有限公司      联系人：曾祥满   手机：13632925349 

QQ：274798107  电话：0755- 28896837     地址：深圳市龙岗区沙平北路111号6008 

 网址：www.medicalQC.com   邮箱：szchina1718@163.com


	联系
	联系方式
	Quart-dsa-phantom.pdf
	TO-DSA-product-specifications1.pdf
	1: Master
	2: 2 Images & text
	3: Single image
	Cirs049.pdf
	CIRS040GSE.pdf
	
	
	/
	/
	与德克萨斯大学MD安德森癌症中心合作，Gammex开发了一个模体，以实现对多能CT扫描仪性能的可靠评估。
	确保您需要的准确性

	/
	规格

	MultiEnergyCTScanners_D110717.pdf
	报价模板
	8534手持式粉尘仪












