
Pressure Transducers M 

Piezoelectric Transducers for High Frequency Measurements 

The piezoelectric PVDF Pressure Gauge series M is the state of the art device for measuring high 
frequency pressure changes with rise times of only a few nanoseconds in gases and liquids. The 
transducer is based on piezoelectric pvdf. It is recommended for measuring blast waves, shock 
waves in shock tube experiments or other dynamic pressures. The gauge is nearly free from 
vibrations. All sensor elements are protected by an elastic resin for thermal protection. 

PVDF Sensor Type  Rise  Sens.  Outer  Sensiti-  Cabel  Article  Application 
 time  diam.  diam.  vity  No. 

 60 ns  3 mm  5.5 mm  4 pC/bar  KIAG 100-200-1
 M4x0.35 

 sep. 2 m 
 cable 
 necessary 

 M60-3 

 60 ns  3 mm  5.5 mm  4 pC/bar  incl. 2 m 100-200-3
 Cable, 
 water 
 tight 

 M60-3L 

100 ns   1 mm  5.5 mm 1 pC/bar  KIAG 100-200-7
 M4x0.35 

 sep. 2 m 
 cable 
 necessary 

 M100-1 

40 ns  1 mm  M3  0.4 pC/bar  incl. 2 m 100-201-2
 cable 

 M60-1L-M3 

• experiments in gas

• ideal for wall mount in shock
tubes (for end wall, M100-1)

• with KIAG connector

• excluding separate cable,
article 800-200-1

• dimension identical to
Kistler 603B.

• wall mount kit,
article-no. 100-290-1

• charge amplifier Müller
MCPA 10 or Kistler necessary.

• Same sensor as M60-3, but for
liquids and ultrasound as well,

• blast waves in liquids

• with direct water tight cable

• head identical to M60-3

• in case of short pulses direct
connection to a recorder with
1 MOhm input recommended

• in case of longer pressure
waves or longer cable
extensions charge amplifier
MCPA 10 is necessary

• experiments in gas

• ideal for explosion chambers for
frontal orientation to shock wave

• thermal protection lasts for 80 to
100 ms

• charge amplifier MCPA 10 is
recommended

• wall mount, article 100-290-3

• excluding cable , article 800-200-1

• experiments in gas or liquids

• with direct water tight cable

• with a M3 thread for easy and
direct mounting in a wall

• rubber O-ring  provides a tight
connecting

• application similar to M60-3L
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Pressure Transducer M60-3 with cable and wall mount adapter 

Technical Data 

Range: - 20 to 400 bar  (-2 to 40 MPa)

Rise time: 40-100 ns

Bandwidth: Up to 15 MHz 

Sensitivity: M60-3: about 0.5 pC/MPa 
M60-1L-M3: about 0.04 pC/MPA 

Calibration: Steady state shock tube calibration up to 1 MPa. 

Sensitive diameter: M60-3: 3.0 mm 
M60-1/M100-1: 1.0 mm 

Polarity: Negative 

Capacity: About 30 pF 

Impedance: > 10
10

 Ohm

Sensitive element Piezoelectric PVDF

Temperature range: -20 up to +65°C, shortly higher

Housing: Stainless steel, sensitive element covered with an elastic epoxy resin 

Size: M60-3/M100-1:  6.3 mm x 12 mm 
M60-3L:      6.3 x 28 mm 
M60-1L-M3:      M3 x 27 mm  

M60-3: 1.4 g 

Connector: M60-3/M100-1: KIAG M4 x 0.35 pos., cable article no. 800-200-1 
M60-3L, M60-1L-M3 types: with a water tight 2 m cable with BNC pos. 

Article-No.: 100-200-1 Pressure Transducer M60-3  

Article-No.: 100-200-3 Pressure Transducer M60-3L with 2 m water tight cable 

Article-No.: 100-200-7 Pressure Transducer M100-1 

Article-No.: 100-201-2 Pressure Transducer M60-1L-M3 with M3 thread, 2 m cable, BNC  

Article-No.: 100-200-4 Surcharge for a stainless steel closed housing for M60 types 

Article-No.: 100-290-1 Wall Mounting Set Delrin, wall thick. 18 mm for M60-3, M60-3L and M100 

Article-No.: 100-290-2 Wall Mounting Set Brass, wall thick. 18 mm for M60-3, M60-3L and M100 

Article-No.: 100-290-3 Wall Mounting Set Delrin, wall thick. 12 mm for M60-3, M60-3L and M100 

Article-No.: 100-290-4 Wall Mounting Set Brass, wall thick. 12 mm for M60-3, M60-3L and M100 

Article-No.: 100-290-5 Adapter for M60-3 Wall Mounting Set for M60-1L-M3 

Article-No.: 800-200-1 KIAG M 4 connection cable, 2 m for M60-3 and M100-1 

The transducer can be delivered in nearly any shape. If you wish a special design, cable length or 
connector please send us a drawing and request a quotation. 

深圳为尔康科技有限公司      联系人：曾祥满   手机：13632925349 

QQ：274798107  电话：0755- 28896837     地址：深圳市龙岗区沙平北路111号6008 

 网址：www.medicalQC.com   邮箱：szchina1718@163.com


	联系
	联系方式
	Quart-dsa-phantom.pdf
	TO-DSA-product-specifications1.pdf
	1: Master
	2: 2 Images & text
	3: Single image
	Cirs049.pdf
	CIRS040GSE.pdf
	
	
	/
	/
	与德克萨斯大学MD安德森癌症中心合作，Gammex开发了一个模体，以实现对多能CT扫描仪性能的可靠评估。
	确保您需要的准确性

	/
	规格

	MultiEnergyCTScanners_D110717.pdf
	报价模板
	8534手持式粉尘仪












